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2.3 CONSTRUCTION-Admixtures

Nabaki Code SUPPLIER Product Name Product Description Uses Product Advantages Doseage Rate WEB
1.Water Reducing & Plastercising Admixture

CONMIX MegaFlow P Water reducing and plasticising admixture

Can be used to produce pumpable and dense 
concrete for ready-mix as well as site 
batched concrete to produce cohesive and 
waterproof concrete.

0.2 – 1.5% by weight of cementitious 
material

703400 CONMIX Megaflow SP4 200L High range water reducing and set retarding 
concrete admixture

Used for various concrete applications for 
large concrete pours and where higher slump 
retention is needed for ready mix concrete.

0.5 – 1.5% by weight of cementitious 
material

640350 BASF MasterRheobuild RMC 
850, 210 Litres

MasterRheobuild 850 is formulated from 
synthetic polymers specially designed to 
impart rheoplastic qualities to concrete. A 
rheoplastic concrete is a fluid concrete with 
a slump of at least 200mm, easily flowing, 
but at the same time free from segregation 
and having the same w/c ratio as that of a 
low slump concrete (25mm) without 
admixture. MasterRheobuild 850 is chloride-
free.

Microsilica concrete  Mass concrete pours  
Ready-mixed concrete  Long-distance 
transport  Pumped concrete  Casting in hot 
climates

MasterRheobuild 850 
considerably improves the 
properties of fresh and 
hardened concrete.

Optimum dosage of MasterRheobuild 
850 should be determined in trial 
mixes. As a guide the following 
dosages are recommended as a 
starting point for any trial. In normal 
concrete a dosage of between 0.8-2.0 
litre / 100kg total cementitious 
material. In high performance micro 
silica concrete a dosage of between 
1.5-3.0 litre / 100kg total 
cementitious material. Dependant 
upon mix requirement, it is possible 
to use a higher dosage of 
MasterRheobuild 850 without causing 
any adverse effects upon the 
concrete. Please consult BASF 
Technical staff for further 
information.

2.Water Reducing & Set Retarding Plastercising Admixture

CONMIX MegaFlow P4

Water reducing and set retarding plasticis-
ing admixture

It is used to produce easily workable and 
dense concrete for ready-mixed concrete, 
tunnels, runways, canals, reservoirs and 
marine structures, etc. It can also be used as 
waterproofer by reducing permeability of 
concrete.

0.5 – 1.5% by weight of cementitious 
material

703520 CONMIX Megaflow P4 200L
703540 CONMIX Megaflow P4 20L

BASF

Rheobuild LD80 
(Formerly known as 
Rheobuild
LD80)

MasterRheobuild RMC 80 is a high range, high 
performance superplasticiser and water 
reducing agent specifically designed for the 
production of rheoplastic concrete required 
for piling etc. MasterRheobuild RMC 80 
disperses and deflocculates cement particles 
thereby increasing the workability and 
flowability of the concrete mixes. 

 For all piling applications including C.F.A.
 For the production of flowing concrete.
 To increase workability.
 For hot weather concreting.
 For controlled delays to initial and final 

setting
of concrete mixes.

 Effective over high range 
of cement contents
and types.

 Improves pumpability, 
durability and 
impermeability.

 Extended slump retention 
time - maintains workability 
in excess of concrete 
produced
utilising conventional 
superplasticisers

 Reduces placing 
problems in hot weather by 
improved workability 
retention in conjunction
with controlled setting times.

MasterRheobuild RMC 80 should be 
added to the
concrete mix during the mixing cycle 
at the same
time as the water. Never add 
MasterRheobuild
RMC 80 to the dry cement. 
Alternatively when
using MasterRheobuild RMC 80 to 
produce
flowing concrete at site using transit 
mixer trucks,
it can be added to the concrete via 
the feed
hopper at the rear of the truck. 
Ensure at least 5
minutes mixing before discharge - 
minimum drum
revolution of 10 rpm - to produce a 
fully
homogenous mix. 

https://assets.
master-builders-
solutions.basf.
com/Shared%
20Documents/P
DF/English%20
(Egypt)
/TDS/MasterRh
eobuild/Master
Rheobuild%
20RMC%
2080%20TDS.
pdf

3.Water Reducing & Set Retarding Plastercising Admixture

CONMIX MegaFlow P401

It is used to produce easily workable and 
dense concrete for all types of ready-mixed 
concrete, tunnels, runways, canals, 
reservoirs and marine structures, etc. It can 
also be used as waterproofer to reduce 
permeability of concrete.

0.5 – 1.5%% by weight of cementitious 
material

703500 CONMIX Megaflow SP4 20L - // -

4.High Rage Water Reducing & Set Retarding Admixture

CONMIX MegaFlow SP4
Used for various concrete applications for 
large concrete pours and where higher slump 
retention is needed for ready mix concrete.

0.5 – 3.0% by weight of cementitious 
material

5.Advanced Super Plasticiser Admixture

CONMIX MegaFlow SP401
It is used for various types of concrete 
applications in civil engineering structures 
like high rise buildings, foundations, tunnel 
linings, dams, highways, etc.

0.5 – 3.0% by weight of cementitious 
material

703545 CONMIX Megaflow PB 200L See data sheet

703550 CONMIX Megaflow PB 20L See data sheet

6.Advanced Super Plasticiser for Extended Slump Retention Admixture

CONMIX MegaFlow SP402

It is used for concrete containing GGBS, fly 
ash, micro silica, etc. to enhance durability. 
It is used in concrete for piling, pumpable 
concrete for high rise towers, hot weather 
concreting, concrete in congested reinforce- 
ment, concrete with extended slump 
retention properties without delay in setting, 
etc.

0.5 – 3.0% by weight of cementitious 
material

703575 CONMIX Mega Air 20L
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7.High Performance Super Plasticiser for Superior Slump Retention Admixture

CONMIX MegaFlow SP403

It is used for concrete designed with 
durability criteria containing GGBS, micro 
silica, fly ash, etc. and low water to binder 
ratios. It is used for pumpable concrete with 
high slump retention requirements. It is 
extremely useful in hot weather concretes 
for piling, congested reinforce- ment, high 
rise towers, and mass concrete with 
tempera- ture control for raft foundations, 
etc.

0.5 – 3.0% by weight of cementitious 
material

703585 CONMIX MegaAdd SAL 20L
Nabaki Code SUPPLIER Product Product Description Uses Product Advantages Doseage Rate WEB
8.High Performance Super Plasticiser 

CONMIX MegaFlow SP404

It is specially recommended for concretes 
with low water cement ratios and containing 
pozzolanic materials. It helps in producing 
easily pumpable concrete with triple blend 
and double blend mixes. It is used in 
concrete for piling, mass concrete for raft 
foundations, high rise towers, concrete in 
hot weather conditions, etc.

1.0 – 2.5% by weight of cementitious 
material

705200 CONMIX Megamix H20 Stop 5L Dosage 0.8 to 1% by weight of cement

703600 CONMIX Fibre 6mm 1kg See data sheet

9.High Range Water Reducing Superplasticiser

CONMIX MegaFlow SP1

It is used to produce a flowing concrete for 
the congested areas, slabs, foundations, 
large pours, beams, columns and precast 
elements. It provides an excellent strength 
gain at early later age of concrete.

0.5 – 3.0% by weight of cementitious 
material

CONMIX MegaFlow SP102
It is used to produce concrete for precast 
and ready-mix concrete having high range of 
water reducing and high early strength 
requirements.

0.8 – 3.0% by weight of cementitious 
material

703560 CONMIX Megaflow SP 102 - 20L See data sheet

MasterRheobuild 850

MasterRheobuild 850 is formulated from 
synthetic polymers specially designed to 
impart rheoplastic qualities to concrete. A 
rheoplastic concrete is a fluid concrete with 
a slump of at least 200mm, easily flowing, 
but at the same time free from segregation 
and having the same water/cement ratio as 
that of a low slump concrete (25mm) without 
admixture. MasterRheobuild 850 is chloride 
free.

 Microsilica concrete
 Mass concrete pours

 Ready mixed concrete
 Long-distance transport

 Pumped concrete
 Casting in hot climates 

MasterRheobuild 850 
considerably improves the 
properties of fresh and 
hardened concrete.

Optimum dosage of MasterRheobuild 
850 should be determined in trial 
mixes. As a guide the following 
dosages are recommended as a 
starting point for any trial. In normal 
concrete a dosage of between 0.8-2.0 
litre / 100kg total cementitious 
material. In high performance micro 
silica concrete a dosage of between 
1.5-3.0 litre / 100kg total 
cementitious material. Dependant 
upon mix requirement, it is possible 
to use a higher dosage of 
MasterRheobuild 850 without causing 
any adverse effects upon the 
concrete. Please consult BASF 
Technical staff for further 
information.

http://www.
nabaki.
com/uploads/sp
ec_sheets/basf-
masterrheobuild
-850-tds.pdf

10.High Rage  & Accelerating Super Plasticiser

CONMIX MegaFlow SP103

Used for high slump concrete for the precast 
industries and other types of concrete 
elements like beams, columns, slabs etc. 
where substantial water reductions are 
required to provide high early & ultimate 
strengths i.e. precast factories, prestressed 
concrete bridges, shotcreting, etc.

0.5 – 3.0% by weight of cementitious 
material

11.Waterproofing admixture for concrete and mortar

CONMIX MegaAdd WL1
It is used to produce water tight concrete for 
structuresviz: reservoirs, tunnels, culverts, 
water tanks, swimming pools, etc.

0.3 – 1.0% by weight of cementitious 
material

12.Integral Water Repellant Admixture

CONMIX MegaAdd WL2

Permeability reducing admixture used in 
various types of mortar and concrete mixes 
in ready-mixed concrete for pile foundations, 
water retaining structures, rafts, basement 
concrete elements, concrete exposed to 
seawater and rainwater, precast, etc.

0.5 – 1.0% by weight of cementitious 
material

13.Integral waterproofing and plasticizing liquid admixture

CONMIX MegaAdd WL3

It is used for enhancing durability & 
producing water tight concrete for 
basements, water tanks, roofs, reservoirs, 
dams, waste water plants, swimming pools, 
water treatments plants, tunnel, pile 
foundation, retaining walls, etc.

1 – 2.5% by weight of cementitious 
material
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14.Plasticising integral waterproofing powder admixture

CONMIX MegaAdd WP
It is used to reduce the permeability & 
produce water tight concrete in above and 
below grade applications to provide concrete 
with greater durability in structures.

0.8 – 2.5% by weight of cementitious 
material

15.Corrosion inhibiting admixture

CONMIX MegaAdd CI
It is used as corrosion inhibitor in concrete 
for piling, marine structures, structures to be 
treated with deicing salts, areas with high 
chloride contents, etc.

2 – 5% by weight of cementitious 
material

16.Plasticiser for paver & masonry blocks

CONMIX MegFlow PB
It is used for semi dry mortar mixes of blocks 
and interlocking tiles, paving slabs and bricks 
in the precast industry.

0.4 – 1.0% by weight of cementitious 
material

MasterCast 762/Rheofit 
762

MasterCast 762 is a plasticiser liquid 
admixture with air entraining properties. 
Designed for use in no-slump concrete, it is 
ideally suited for factory-line concrete 
production such as block making. MasterCast 
762 assists in the manufacture of a more 
uniform and predictable concrete. Chloride 
free MasterCast 762 may also be used in dry 
pack, standard and light weight concrete 
production.

Dark brown liquid, plasticiser admixture with 
air entraining properties. Designed for use in 
no-slump concrete production such as block 
making. It assists in the manufacture of a 
more uniform and predictable concrete. 
Chloride free. May be used in dry pack, 
standard and light weight concrete 
production.

 Less wear of moulds.
 Improved structure.
 Improved cohesion.
 Reduced water 

absorption.
 Increased strength.
 Applicable for all Portland 

and Slag cements.
 Reduced efflorescence. 

As a starting base for factory trials a 
rate between 325ml/100kg and 
650ml/100kg is recommended. Local 
production conditions and material 
types may necessitate dosages 
outside this range. Please consult 
your BASF Construction Chemicals 
representative for further advice

https://assets.
master-builders-
solutions.basf.
com/Shared%
20Documents/P
DF/English%20
(Iran)
/TDS/MasterCa
st/basf-
mastercast-762-
tds.pdf

17.Mortar plasticiser

CONMIX MegaFlow MP
Used as additive in mortars of block work, 
brickwork, cement-sand renders, plasters, 
etc.

0.03 – 0.5% by weight of cementitious 
material

18.Shotcrete accelerating liquid admixture

CONMIX MegaAdd SAL

It is used as an additive in mixes to enable 
rapid setting of sprayed concrete and gunite 
for tunnel lining, water bodies, dams, 
swimming pools, basement retaining walls, 
concrete repairs, etc.

3 – 10% by weight of cementitious 
material

19.Shotcrete accelerating powder admixture

CONMIX MegaAdd SAP

It is used as an additive in cementitious 
mixes to enable rapid setting of sprayed 
concrete and gunite for tunnel lining, water 
bodies, dams, swimming pools, basement 
retaining walls, concrete repairs, etc.

2 – 7% by weight of cementitious 
material

Nabaki Code SUPPLIER Product Product Description Uses Product Advantages Doseage Rate WEB
20.Polycarboxylic Ether Based Super-plasticiser

CONMIX MegaFlow 110

Superplasticiser used for concrete containing 
GGBS, micro silica, fly ash, etc. It is a cost 
effective solution for ready-mix concrete 
where superior slump retention is required. 
Extremely useful in high fines concrete, hot 
weather concrete, etc.

0.5 – 2% by weight of cementitious 
material

21.Polycarboxylic Ether Based Retarding Super-plasticiser

CONMIX MegaFlow 112

Produce & workable and dense concrete, 
also to improve the effectiveness of the 
water content of a concrete mix which is a 
cost effective means of reducing concrete 
permeability. It provides high workability 
without segregation or bleeding.

0.5 – 2% by weight of cementitious 
material

22.Polycarboxylated super-plasticiser

CONMIX MegaFlow 1000

It is used for self compacting concrete, high 
strength concrete, durable concrete 
containing GGBS, micro silica, fly ash, etc. It 
is used in ready-mix concrete where extra 
ordinary slump retention is required in hot 
weather conditions. Extremely useful in high 
fines concrete.

0.5 – 2.5% by weight of cementitious 
material

23.Polycarboxylated high range super-plasticiser

CONMIX MegaFlow 2000

It is used for ready-mix concrete, self 
compacting concrete, under water concrete, 
precast concrete, concrete containing silica 
fume, GGBS, PFA with extremely low w/c 
ratio, etc. It is especially useful for ultra 
high strength concrete, high fines concrete, 
hot weather concrete, etc.

0.5 – 2.5% by weight of cementitious 
material
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24.Advanced poly-carboxylated super-plasticiser

CONMIX MegaFlow 3000

It is used for ready-mix concrete, self 
compacting concrete, under water concrete, 
precast concrete, concrete containing silica 
fume, GGBS, PFA with extremely low w/c 
ratio, etc. It is especially useful for ultra 
high strength concrete, high fines concrete, 
cold weather concrete, etc.

0.5 – 1.5% by weight of cementitious 
material

25.Viscosity enhancer for self compacting concrete

CONMIX MegaAdd VE

It is used to improve the rheology of self 
compacting concrete, to arrest the bleeding 
from pumpable concrete, used in underwater 
concreting, to improve the performance of 
concrete which contains inadequate quantity 
of fines, etc.

0.05 – 0.5% by weight of cementitious 
material

26.Mortar and concrete retarding admixture

CONMIX MegaFlow R

It is used to produce workable and retarding 
concrete, plasters, renders and mortars 
including all types of RMC’s, tunnels, 
runways, canals, reservoirs and marine 
structures, etc. It can also be used as a 
waterproofer to reduce permeability of 
concrete.

0.3 – 1.0% by weight of cementitious 
material

27. Air entraining, plasticising concrete and mortar admixture

703575 CONMIX Mega Air
It is used to improve the workability, 
cohesion and durability of concrete and 
mortars of block work, semi dry mixes, 
interlocks, low density concrete, etc.

0.03 – 0.25% by weight of 
cementitious material

 BASF Micro Air
MasterAir 100 is an air-entraining admixture, 
which creates ultra-stable air bubbles that 
are strong, small and closely spaced.

Entraining a controlled air content in a wide
range of concrete types:
 Normal mix designs.
 Low slump concrete.
 Concrete containing high carbon content 

fly
ash.
 Concrete containing large amounts of fine

materials.
 Concrete using high-alkali cements.
 High temperature concrete.
 Concrete with extended mixing times. 

MasterAir 100 is especially 
useful in the types of 
concrete known for their 
difficulty to entrain and 
maintain the air content 
desired. Entrainment of the 
optimum air content in 
concrete results in the 
following improvements to 
quality:

 Increased freeze / thaw 
resistance.

 Reduced permeability - 
increasedwatertightness.

 Reduced segregation and 
bleeding.

 Improved plasticity and 
workability.

 Increased resistance to 
scaling.

 Greatly improved stability 
of air entrainment.

 Ready to use - solution is 
at optimum strength for 
accurate dispensing. 

There is no standard dosage rate for 
MasterAir 100 admixture. The exact 
quantity of air-entraining admixtures 
needed should be determined by trial 
mixes. Factors are: temperature, 
cement, sand grading, sandaggregate 
ratio, slump, means of conveying and 
placement, use of extra fine 
materials such as fly ash and micro 
silica.

https://assets.
master-builders-
solutions.basf.
com/Shared%
20Documents/P
DF/English%20
(Kenya)
/TDS/MasterAir/
basf-masterair-
100-tds.pdf

CONCRETE ADMIXTURES DESCRIPTION PRIMARY USES ADVANTAGES DOSEAGE

640330 BASF
MasterPozzolith RMC4 
(Pozzolith CRP4), 210 
Litres

MasterPozzolith RMC 4 is a high performance
plasticising retarder, beneficial in 
maintaining
workability especially in high ambient
temperatures. In hot weather concreting 
where delays to initial
and final set are important and where 
maximum
slump retention is of concern - such as site
batched, pre-cast, and readymixed 
concretes. 

In hot weather concreting where delays to 
initial
and final set are important and where 
maximum
slump retention is of concern - such as site
batched, pre-cast, and readymixed 
concretes. 

 Considerably improves the 
cohesion of
concrete, reducing 
segregation and bleed
water.

 Of particular use where 
fine aggregates of poor
grading and particle shape 
are evident.

 Reduces placing 
problems in hot weather by
improved workability and 
workability retention
in conjunction with extended 
setting times.

 Improved surface finish.
 Improved trowellability.
 Reduces honeycombing / 

cold joint effects.
 Improves pumpability of 

concrete.
 Reduces effects of 

various modes of attack on
concrete and embedded 
steel by considerable
reduction in permeability. 

Trials should be conducted to 
determine the
optimum addition rates of
MasterPozzolith RMC 4, depending on 
mix
design proposed and mix performance
requirements. As a general guide to 
these trials, a
dosage range of 200ml to 560ml per 
100kg
cement is recommended as a starting 
point.
Depending on the desired properties, 
a dosage of
up to 1000ml per 100kg of cement 
can be used. 
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640340 BASF MasterRheobuild RMC 
80 (LD80), 210 Litres

MasterRheobuild RMC 80 is a high range, 
high performance superplasticiser and water 
reducing agent specifically designed for the 
production of rheoplastic concrete required for 
piling etc. MasterRheobuild RMC 80 
disperses and deflocculates cement particles 
thereby increasing the workability and 
flowability of the concrete mixes.

-For all piling applications including C.F.A. - 
For the production of flowing concrete. - To 
increase workability. - For hot weather 
concreting. - For controlled delays to initial 
and final setting of concrete mixes.

 Effective over high range 
of cement contents and 
types.  Improves 
pumpability, durability and 
impermeability.  Extended 
slump retention time - 
maintains workability in 
excess of concrete 
produced utilising 
conventional 
superplasticisers  Reduces 
placing problems in hot 
weather by improved 
workability retention in 
conjunction with controlled 
setting times.

640345 BASF
MasterRheobuild RMC 
80 (LD80), 20 Litres

640355 BASF
MasterRheobuild RMC 
850, 20 Litres

640410 BASF MasterCast 762, 210 
Litres

MasterCast 762 is a plasticiser liquid 
admixture with air entraining properties. 
Designed for use in no-slump concrete, it is 
ideally suited for factory-line concrete 
production such as block making. MasterCast 
762 assists in the manufacture of a more 
uniform and predictable concrete. Chloride 
free MasterCast 762 may also be used in dry 
pack, standard and light weight concrete 
production.

 Less wear of moulds.  
Improved structure.  
Improved cohesion.  
Reduced water absorption. 

 Increased strength.  
Applicable for all Portland 
and Slag cements.  
Reduced efflorescence.

As a starting base for factory trials a 
rate between 325ml/100kg and 
650ml/100kg is recommended. Local 
production conditions and material 
types may necessitate dosages 
outside this range. Please consult your 
BASF Construction Chemicals 
representative for further advice.

SURFACE IMPROVEMENT

640540 BASF
MasterFinish RL 255 
(Rheofinish 225D), 20 
Litres

MasterFinish RL 255 is a release agent 
that forms a chemical barrier resistant to 
water with the alkalis of concrete . The 
chemical action of MasterFinish RL 255 
does not damage or stain the concrete . 
Its use produces a concrete with a clean 
appearance, without residues that are 
transferred to the surface.

Facilitates a quick and clean unzipping
Its chemical action does not harm the 
concrete
Produce clean-looking concrete
Leave the concrete without stains , and 
with less porosity in terms of quantity 
and size
Extends the life of the equipment
Extends the life of aluminum and wood 
forms
It can be applied in the formwork up to 5 
weeks before placing the concrete
Easy to apply
Flexible application times
Not flammable
Responsible with the environment

The MasterFinish family of 
products is supported by the 
technical assistance team of 
BASF's Master Builders 
Solutions. Listening to our 
customers and working 
hand in hand with them 
allows us to create new and 
interesting products and 
develop specific solutions to 
maximize efficiency and 
profitability in concrete 
production

30 to 40 m² / litre

ADMIXTURES FOR MORTAR

640880 BASF Mastercast 141 20 Litres

MasterCast 141 is a (SBR) styrene-butadiene 
copolymer latex specifically designed for use 
with cement compositions. It is used in mortar 
and concretes as an admixture to increase 
resistance to water penetration, improve 
abrasion resistance and durability. It is used 
with cement as a reliable water-resistant 
bonding agent.

 Concrete repair.
 Floor screeds and toppings.
 External rendering.
 Waterproofing and tanking.
 Fixing slip bricks and tiles.
 Corrosion protection of steel.
 Polymer modified concrete.
 Light weight concrete with EPS Beads. 

 Earlier hardening.
 Improved flexibility.
 Greatly reduced shrinkage.
 Prevents bleeding.
 Lower water-cement ratio.
 Increased durability and 

toughness.
 High resistance to water 

penetration.
 Good abrasion resistance.
 Good frost resistance and 

resistance to salt
permeation.

 Good resistance to many 
chemicals and to
mineral oil.

 Excellent adhesion to steel and 
concrete.
Adheres well to brick, glass, 
asphalt, wood,
expanded polystyrene and most 
building
materials.

 Prolonged corrosion protection.
 Proven performance.
 Similar thermal expansion and 

modulus
properties to concrete (unlike resin 
mortars and
primers).

 Non-toxic. Can be used with 
potable water.

 More economical than epoxy or 
polyester resin
mortar. 

5 to 10 litres/ 50 Kg of 
Cementitious Material

FIBER Long chain synthetic poly propylene
fibers

White,Is a long chain polymer composed 
100% by weight of propylene unit. Used as an 

additive in concrete and mortar mixes like 
screeds, plasters,renders,etc.

Rheo Fibre

MasterFiber® 12mm is a high performance 
monofilament polypropylene fibre developed 
as a crack controlling additive for concrete 
and mortar. MasterFiber® 12mm is supplied 
agglomerated in flakes bound by a water 
soluble adhesive.

MasterFiber® 12mm is used to inhibit the 
formation of small cracks which can occur 
through plastic shrinkage and settlement, 
premature drying and early thermal changes, 
in order to provide utilisation of the intrinsic 
properties of the hardened cementitious 
material. Specifically designed for crack 
control in cementitious materials covering 
areas such as readymix concrete, precast 
concrete, conventional shotcrete, screeds 
rendering mortars, etc. Principle uses of fibre 
concrete include: concrete slabs, pavements, 
driveways, imprinted concrete, curbs, pipes, 
overlays patch repair, microsilica concrete, 
thin section walling, water retaining structures, 
marine concrete, heavy industrial floors etc.

• Can replace anti-crack wire mesh 
in factory
and warehouse floors.
• Inhibits intrinsic cracking in 
concrete.
• Disperse uniformly throughout the 
mix.
• Improves finishing characteristics.
• Improves concrete durability.
• Increases impact and abrasion 
resistance.
• Rustproof.
• Impervious to alkali attack.
• Decreases construction time and 
labour.
• Reduced risk of subsequent 
damage.
• Improves fire resistance – reduces 
the
• Incidence of explosive spalling 
during
heating.

0.6kg/m³

https://assets.
master-builders-
solutions.basf.
com/Shared%
20Documents/P
DF/English%20
(South%
20Africa)
/TDS/MasterFib
er/MasterFiber
%2012mm%
20TDS.pdf


