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2.9 CONCRETE CORROSION PROTECTION 

CODE DESCRIPTION PRIMARY USES ADVANTAGES DOSE
641080

BASF Masterseal 
380, 20 Litres

An optimum concentration of reactive 
hydrophobic silane-siloxane in a 
hydrocarbon solvent carrier. 
MasterSeal® 380 provides a protective 
impregnating treatment. MasterSeal® 
380 works by penetrating into the 
pores of concrete and reacting there 
with the moisture / water vapour 
present to form a hydrophobic 
polysiloxane lining to the capillaries

� Surface applied protection for in 
situ and
precast concrete to prevent ingress 
of water
and water borne salts.
� Reducing efflorescence in 
masonry
structures.

 Prevent ingress of water borne 
chlorides and
sulphates.

 Water vapour permeability 
unaffected; allows
concrete to breathe.

 Excellent penetrative / reactive 
action.

 Integral protection, cannot peel off or 
erode.

 Protects surfaces from discoloration 
and
pollution.

 Excellent water repellent 
characteristics.

 Easy to use, cost effective.
 Simple spray application.
 Single component, no mixing.
 No change in surface texture or 

appearance
subject to satisfactory field trials.

 Compatible with solvented surface 
coatings.

Coverage will depend 
upon the porosity of the
substrate. Optimum 
coverage is 3-
6m²/litre/coat.

641090 BASF Masterseal 
501 25kg

MasterSeal® 501, is a cement based 
capillary crystalline waterproofing 
material that is applied against surface 
waters in old and new structures from 
negative and positive directions

■ Interior and exterior areas for vertical 
and horizontal applications ■ 
Waterproofing of foundations and curtain 
walls ■ Water tanks ■ Tunnels ■ Elevator 
pits ■ Supporting walls, dams and harbors

■ Easy to prepare and apply. ■ Applied 
by brush. ■ Long working time. ■ 
MasterSeal® 501 fills the capillary gaps 
by forming permanent (insoluble) 
crystals and enables water 
impermeability. ■ Protects concrete. ■ 
Resistant to negative and positive 
water pressure. ■ Water vapor 
permeable. ■ Resistant to freeze-thaw 
cycle.

First Coat: 1.00 kg/m2 
powder product Second 
Coat: 1.00 kg/m2 
powder product

641100 BASF

MasterSeal 
550K White, 
20 kg kit

MasterSeal 550 is a two component 
acrylic modified cementitious coating 
that requires only on site mixing to 
form the ideal product to waterproof 
and resurface concrete, masonry, and 
most other construction materials. 
Simply applied by stiff brush, roller, or 
trowel, it forms a waterproof, flexible 
coating. MasterSeal 550 provides an 
effective barrier to waterborne salts 
and atmospheric gases. Fluid applied, 
MasterSeal 550 provides a hard 
wearing, seamless, waterproof 
membrane for roofs and foundation 
protection.

 To reface and even out variations in 
concrete surfaces.  As a waterproof 
lining for water retaining structures.  For 
coating seawater channels.  Sealing and 
coating tie bar holes to ensure 
watertightness.  For waterproofing and 
protection against brackish water.  To 
provide foundation protection.  As a 
waterproof coating for roofs.  As a 
backing to marble and granite to prevent 
water ingress and thus alleviate surface 
staining.  To provide protection to 
concrete surfaces from carbonation and 
chloride attack.  For use on pedestrian 
walkways in marine areas.

 Waterproof  Excellent adhesion. 
Bonds to porous and nonporous 
surfaces.  Flexible.  Non toxic 
suitable for contact with potable water. 

 Suitable for light pedestrian traffic.  
Breathable - whilst repelling water, 
allows substrate to breathe.  High 
resistance to chloride ion diffusion.  
Unlike conventional coatings which 
require a 7- 28 day cure of concrete, 
MasterSeal 550 can be applied to 24 
hour-old concrete thereby giving 
immediate protection.

1.826 kg / m² at 1 mm 
thickness.

641110 BASF

MasterSeal 
910, 30m roll

MasterSeal 910 Waterbar is suitable 
for all construction joints subject to 
hydrostatic pressure, on one or both 
sides. MasterSeal 910 provide simple 
but efficient waterproofing of 
construction joints. Movements in the 
joint, e.g. by shrinkage or settlement in 
the substrate, are taken up by the 
elastic profile of the MasterSeal 910 
Waterbar. MasterSeal 910 has been 
successfully employed to waterproof 
joints where an opening of up to 5mm 
was deliberately created. Water 
pressure of up to 5 bar was sealed.

When in contact with water the 
MasterSeal 910 Waterbars will slowly 
increase in volume (swell) without 
changing the homogeneous structure of 
the polymer matrix. The increase in 
volume by the swelling action can be up 
to 200% (depending on type of water). 
The pressure of the swelling action will 
cause the MasterSeal 910 Waterbar to 
profile itself exactly into the joint filling all 
cavities and effectively stopping water 
seepage, even at high external water 
pressure. The MasterSeal 910 Waterbars 
will not transport water through their 
polymer matrix and thus not act as a 
capillary duct. The swelling action is 
limited to the sides exposed to water.

MasterSeal 910 is based on a newly 
developed polymer technology 
providing flexible polymer composites 
which have high chemical resistance 
capable of storing water in their 
molecular structure by increasing their 
volume. Where previously MasterSeal 
910 was available in different grades 
for various exposure conditions. A 
single version of MasterSeal 910 now 
resists deterioration in the following 
conditions: In fresh water and where 
the water has a high salt content (sea 
water, brackish water), in construction 
with high chemical exposure and/or 
exposure of solvents, including oils and 
fuels.

20 x 10mm (± 5%) 30 
linear metres per 
carton.

641460 BASF

MasterProtect 
180 
(MasterSeal 
180) Light 
Blue, 5kg

MasterProtect 180 is a protective high 
build epoxy resin coating specifically 
developed to protect concrete. 
Supplied as a two-component system 
comprising pigmented base and a 
hardener, it requires only on site 
mixing to produce an easily applied 
decorative and chemically resistant 
finish. MasterProtect 180 can be safely 
used in areas where contact with 
foodstuffs is envisaged or for coating 
potable water storage tanks. It is 
solvent free and can be used with 
safety in small rooms or tanks without 
the need to provide special ventilation. 
MasterProtect 180 coatings will not 
support the growth of bacteria.

For the internal protection of concrete 
tanks containing drinking water, certain 
chemicals, oils and fuel. Contact your 
BASF representative for further advice. As 
an impervious, resilient and chemically 
resistant floor or wall coating in food 
manufacturing plants, breweries, canning 
and bottling factories. As a gas and 
vapour barrier. As a protective and 
decorative coating in laboratories, 
abattoirs, etc. Other usage areas include 
oil refineries, paper mills, power stations, 
garages, hospitals, sugar refineries, 
hangars and most liquid containment 
areas.

 Durable  Non-toxic  Waterproof 
and protective  High chemical 
resistance  High temperature water 
resistance  Solvent free  High build 
coating  Easily applied by brush, 
roller or airless spraying equipment

0.20-0.40 kg/m2 
for each layer.

641461

BASF

MasterProtect 
180 
(MasterSeal 
180) Light 
Grey, 5kg

0.20-0.40 kg/m2 
for each layer.
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641470
BASF

Masterseal 
180 Light 
Grey, 5 kg

642240

BASF
Masterseal 
300H White, 
20 Litres

MasterProtect 300 is a single 
component, high performance, acrylic 
resin based coating for long term 
protection of concrete & masonry from 
aggressive atmospheric gases such 
as, carbon dioxide, sulphur dioxide and 
chloride ions. It is available in standard 
pastel colours. It can be made 
available in custom colours subject to 
prior agreement.

MasterProtect 300 is recommended for 
external protection of concrete to prevent 
ingress of atmospheric corrosive gases, 
wind driven rain, and water borne 
chlorides. Applications include protection 
of: � Bridges, Flyovers, Aqueducts, 
viaducts � Residential & Commercial 
Buildings � Multi storey car parks & 
podiums � Chimneys, cooling towers and 
silos. � Jetties and berths. � Overhead 
water tanks. � Industrial buildings and 
power plants. MasterProtect 300 is not 
recommended for application in areas 
likely to be submerged in water and on 
floors subjected to traffic.

Anti-carbonation and sulphate coating - 
High resistance to CO2& SO2 
diffusion. � Resistant to diffusion of 
chloride ions – suitable for marine 
applications. � UV resistant – suitable 
for exposure. � Resists water ingress 
and permeable to water vapour – 
suitable for exposure to splashes or 
wind driven rain � Resists dirt pick up, 
and growth of fungus – suitable for use 
in the tropics � MasterProtect300 – 
copes with thermal movements of 
buildings. � Washable - coating with 
excellent durability

The coverage rate is 
strongly influenced by 
the roughness and 
porosity of the 
substrate. Minimum 
recommended rate of 
application for 
MasterProtect 300 is 
0.45 Kg/m2 /coat. Each 
pack of 20kg is 
sufficient for an area of 
22 m2 to achieve the 
recommended final dry 
film thickness of 300µ.

BASF MasterProtect 
8000CI Corrosion Inhibitor 

Silane based corrosion inhibitor Advanced 
Organo functional Silane based Corrosion 
Inhibitor


